
Reduced nipple M. F. ( DN 1/8“– 2“ )  

Double reduced nipple M. F. ( DN 1/8“– 2“ )  
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Size : 
Ends : 

Min Temperature : 
Max Temperature : 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN 1/8“ to DN 4“ 
Male, female or welding 
- 25°C 
+ 180°C 

Max Pressure : 20 Bars
Specifications : “Lost wax“ moulding 

 Threaded BSP

 
 

  

                                                                 Materials :   Stainless steel  

 
 
 
 





DN 1/8“ 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 

DN1 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

H 17 17.5 22 23 27 30 30 33.5 

L1 12.5 13 16 17 20 22 22 23.5 

W 17 20 25 30 36.5 45.5 50 62 

Weig. (Kg) 0.011 0.017 0.032 0.044 0.072 0.129 0.132 0.262 

DN 1/8“ 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 

DN1 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

H 17.5 22 23 27 30 30 33.5 

L1 13 16 17 20 22 22 23.5 

W 20 25 30 36.5 45.5 50 62 

Weig. (Kg) 0.022 0.036 0.053 0.089 0.158 0.186 0.299 


