
Reduced nipple F. F. ( DN 1/8“– 2“ )  

( DN 1/8“– 2“ )  
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Size : 
Ends : 

Min Temperature : 
Max Temperature : 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DN 1/8“ to DN 4“ 
Male, female or welding 
- 25°C 
+ 180°C 

Max Pressure : 20 Bars
Specifications : “Lost wax“ moulding 

 Threaded BSP

 
 

  

                                                                 Materials :   Stainless steel  

 
 
 
 



 Double reduced nipple F. F. 

DN 1/8“ 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 

DN1 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

Ø D 15.5 18.2 23 28 34 41.6 50 57 

Ø D1 18 22 28.5 34 41.5 50 57 70 

L 24 29 34.5 36.5 41.5 47 51.5 59 

Weight (Kg) 0.020 0.030 0.066 0.082 0.115 0.186 0.24 0.387 

DN 1/8“ 1/4“ 3/8“ 1/2“ 3/4“ 1“ 1“1/4 

DN1 3/8“ 1/2“ 3/4“ 1“ 1“1/4 1“1/2 2“ 

Ø D 18.1 19.5 28.2 29 34 41.5 56.5 

Ø D1 22 28.5 34 41.5 50 57 70 

L 29 34 36.5 42 46 50 59 

Weight (Kg) 0.035 0.06 0.092 0.121 0.175 0.235 0.447 


